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Many hobbyists own many nice models, but are usually short of an elaborate transmitters. They are quite good at flying, but don’t know how to set
up their transmitters. When they want to adjust their aircraft, they have to ask someone to re-set up the parameters. The setup, of course, is not
exactly tailored for theirselves. The WK-0703 will meet all the demands. It is of powerful functions and of large LCD display and easy function
menu with elegant blue backlight.
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1.2 Backboard Identification
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1.3 Connections:
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1.4 WK-0703 Input Key Function

EXT: Resetting key. Press the EXT and then press the
ENT, you can enter or exit the main menu.

ENT: Confirmation key. Pressing the ENT key may enter the
system or function mode.

‘UP: Up key of Function selection.
‘DN: Down key of Function selection.
+R: Move the cursor rightward to increase the setting value.

L-: Move the cursor leftward to decrease the setting value.

1.5 Channel Assignment

Channel # Tx Function Airplane Function
1 ELEV Elevator
2 AILE Aileron
3 THRO Throttle
4 RUDD Rudder
5 GEAR Gear
6 AUX1 Pitch/Aux1
7 AUX2 AUX 2
8 BATT Battery

1.6 Home Screen

Here are the home screen and its descriptions.

Elevator Trim Throttle Trim
walkera\
MODEL1
Timer ——»[0:00 |
Rudder Trim —% - : : - ‘ Aileron Trim

2.0 Function Menu Mode

The WK-0703 offers the easy-to-control Function Menu. Switch on the
power of the transmitter. Press and hold the EXT key and then press the
ENT key to access the Function Menu (main menu) mode. Function Menu
includes the following contents:

2.1 Model: model
2.2 Mdisel:

MDLSEL: model selection. It can memorize 8 models’ data. In order to avoid
confusion, inputting model name for each model is strongly recommended.

2.3 Name: model name

2.4 Chnmod: channel style.

There are six channels and two changed ways.
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2.5 Swash

SWASH: the types of swashplates include 1SERVO, 2 SERVOS,
and 3 SERVOS.

2.6 Step
STEP: trim set-up

2.7 Copy

COPY: the COPY function offers you to freely copy all the settings
of your current model to another memory within the same transmitter.

2.8 Alarm

ALARM: the WK-0703 offers the alarm function to set the flight
time, battery low voltage and alarm tone.

2.9 Disp

DISP: Display function enables you to adjust the LCD contrast
and to turn on/off the backlight.

2.10 Reset

RESET: Reset function helps you re-set the factory default
settings.

3.0 Function Mode Setting

3.1 Model

In the Function Menu, press UP or DN to select MODEL and
access by pressing the ENT key to set the parameters.

3.2 Model Selection

In the Function Menu, press UP or DN to select the MDLSEL and
access by pressing the ENT key. The WK-0703 is capable of memorizing
8 models’ data. In order to avoid confusion, you are recommended to
input names for each mode. The selected mode will be automatically
marked with an asterisk “*”.

[MDL SEL |

MODEL1 MODEL6
MODEL2 MODEL7
MODEL3 MODELS
MODEL4

MODELS5

3.3 Name
In the Function Menu, select NAME and access by pressing the ENT key.

#$%8°( ) .

. 10123456

MODEL4 789:<=>7_
1) ABCDEFGHIJ
KLMNOPQRS
TMODEL4| TUVWXYZ[\]!

Press UP or DN key to move the cursor to the selected characters. Then
press L —or + R to select the characters and press the ENT key to save.
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3.4 Channel Type (CHNMOD)

First press the EXT and then press the ENT to enter the
main Menu, Choose the CHNMOD after pressing the UP or
DN, After pressed the ENT, then press UP or DN to move
the cursor to choose the CHANNEL MODULAT, Press the
ENT and then press UP or DN to move the cursor to choose
the CHANNEL. Press L- or +R to choose the necessary
frequency; Press the key of UP or DN move the cursor to
choose the MODULAT, and then press the key of L. - or
+R choose PPM or PCM; Press the key of ENT to save the
changed datum.

-~

[CHNMOD |
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The trim way of WK-0703 shoot electric wave can choose PPM or PCM,
but please you choose suitable trim way according to your using type of
receiver, use PCM model when it is normal. Attention please, when you
choose the new kind of model. You have to press the key of ENT to
save; you can't turn off the power switch directly. Then close the power.
Otherwise your operation will be failed to save.

3.5 Swashplate Type

In the Function Menu, press UP or DN to select the SWASH and access
by pressing the ENT key. Then press UP or DN to select the type.

The WK-0703 provides three modes to select: 1 servo (NORM), 2 servos
(180 degree spacing helicopter), and 3 servos (120 degree spacing
helicopter), respectively. 1 servo is a normal mode (non CCPM), and
it is controlled by one servo.

3 servos are used to run CCPM mode (cyclic-collective-pitch-mixing
mode). It utilizes three servos to operate the swashplate in the form of
mixing manner to control over the functions of the aileron, elevator and
pitch. CCPM is the most popular control manner because the transmission
structure is simplest and three servos simultaneously operated release the
servos’ load.

SUDEL3 <1SERVO>

—> 1SERVO NORM
2SERVO  180°
3SERVO  120°

If 1 servo (NORM) is selected, it doesn’t enter the swashplate mixing
setting on the function mode.
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3.6 Trim Step Setting

In the Function Menu, press UP or DN to select the STEP, and
access by pressing the ENT key. Then press UP or DN to select
the current model, and enter by pressing the ENT key.

The trim step setting is ranged from 1 to 10. Press the UP or DN
key to select the subject, and press L — or + R to modify the value.

[ sTEP |

Model Name SUDEL 4
ELEV 5
AILE 5
— RUDD 5
A

[
Setting Value

3.7 Copy Function

In the Function Menu, press UP or DN to select the COPY and
access by pressing the ENT key. Then press UP or DN to select
the model which you want to copy.

The WK-0703 offers the function with copying all the settings of
your present model to another model within the same transmitter.
It facilitates to set up one aircraft into several ways. The picture
below shows the manner of copying model 1 to model 2. Press
ENT key and access the COPY key, and press UP or DN to select
the model 1 you want to copy.

Sel source:

o MODEL1 o MODEL6
o MODEL2 o MODEL7
o MODEL3 o MODELS8
o MODEL4
o MODELS

Press the ENT key and appear “sel dest” in the top right corner of the

screen.

Sel source:
Sel Dest:

o MODEL1 o MODEL6

o MODEL2 o MODEL7

o MODEL3 o MODELS8

o MODEL4

o MODELS5

Press UP or DN to select the MODEL 2 which the data will be saved
in. Press the ENT key, and a dialogue box “sure copy” appears. Press
the ENT key to save if you want to copy.

[_CoPy |

SUDEL 1 — SUDEL 2
l Sure Copy ?























































